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				    Min.	 Weight	 Standard	 Part 
	 Size	 O.D.	 I.D.	 Wall	 Per 100’	 Coil Size	 Number

“ENDOPOLY”	 250 PSI	 @73.4°F (IPS)	 SIDR 7	 DEEP WELL AND WATER SERVICE PIPE
	 3/4" 	 1.060	 0.824 	 .118 	 15.0 	 400/100 	 PBJ07541010004 
	 1" 	 1.349 	 1.049	 .150 	 24.1 	 300/200/100 	 PBJ10041010004 
	 1-1/4" 	 1.774 	 1.380 	 .197 	 41.5 	 300/100 	 PBJ12541010004 
	 1-1/2" 	 2.070 	 1.610 	 .230 	 56.6 	 250/100 	 PBJ15041010004 
	 2" 	 2.657 	 2.067 	 .295 	 93.3 	 200/100 	 PBJ20041010004

“ENDOPOLY”	 200 PSI	 @73.4°F (IPS)	 SIDR 9	 DEEP WELL PIPE
	 1/2" 	 0.760 	 0.622	 .069 	 6.6 	 400/100 	 PBJ05041010003 
	 3/4" 	 1.008 	 0.824 	 .092 	 11.5 	 400/100 	 PBJ07541010003 
	 1" 	 1.283 	 1.049 	 .117 	 18.4 	 500/300/200/100 	 PBJ10041010003 
	 1-1/4" 	 1.686 	 1.380 	 .153 	 31.4 	 300/100 	 PBJ12541010003 
	 1-1/2" 	 1.968 	 1.610 	 .179 	 42.7 	 250/100 	 PBJ15041010003 
	 2" 	 2.527 	 2.067 	 .230 	 70.7 	 200/100 	 PBJ20041010003

“ENDOPOLY”	 160 PSI	 @73.4°F (IPS)	 SIDR 11.5	 WATER PIPE
	 1/2"	 0.742	 0.622	 .060	 5.7	 400/100	 PBJ05041010002 
	 3/4"	 0.968	 0.824	 .072	 9.0	 400/100	 PBJ07541010002 
	 1"	 1.231	 1.049	 .091	 14.2	 300/100	 PBJ10041010002 
	 1-1/4"	 1.620	 1.380	 .120	 24.3	 300/100	 PBJ12541010002 
	 1-1/2" 	 1.890 	 1.610	 .140 	 27.1	 250/100 	 PBJ15041010002 
	 2" 	 2.427 	 2.067	 .180 	 53.0 	 200/100 	 PBJ20041010002

“ENDOPOLY”	 125 PSI	 @73.4°F (IPS)	 SIDR 15	 IRRIGATION AND WATER PIPE
	 3/4" 	 0.944 	 0.824 	 .060 	 7.5 	 400/100 	 PBJ07541010001 
	 1" 	 1.189 	 1.049	 .070 	 10.9 	 300/100 	 PBJ10041010001 
	 1-1/4" 	 1.564 	 1.380 	 .092 	 18.5 	 300/100 	 PBJ12541010001 
	 1-1/2" 	 1.824 	 1.610 	 .107 	 24.9 	 250/100 	 PBJ15041010001 
	 2" 	 2.343 	 2.067	 .138 	 40.9 	 200/100 	 PBJ20041010001 
	 3" 	 3.478 	 3.068 	 .205 	 89.1 	 100 	 PBJ30041010001

EndoPoly PE-4710
High Density Polyethylene

MEETS THE REQUIREMENTS OF ASTM D2239-12

COLOR CODES 
EndoPoly Pipe is color coded with permanent printing and footage tape. 

ORANGE = 250 PSI   YELLOW = 200 PSI   RED = 160 PSI   GREEN = 125 PSI 
STANDARDS 

ENDOT "EndoPoly" pipe meets the applicable standards of ASTM D3350 (cell classification 445576C), 
ASTM D2239, NSF-14 & 61 and BOCA.

NOTE:	 �Use of pipe sealing compounds, pipe dope and detergent type lubricants voids all warranties. 
Use insert fittings for all sizes and pressure ratings. COMPRESSION FITTINGS FOR 250 PSI PIPE MUST BE  
SELECTED ACCORDING TO SIDR RATING AND NOT PRESSURE RATING.

PLASTICS
PIPE
INSTITUTE

11/13 1.5M

CORPORATE HEADQUARTERS
60 Green Pond Road
Rockaway, NJ 07866

800-443-6368 • FAX  973-625-4087
ENDOT INDUSTRIES, INC.

www.endot.com • e-mail: info@endot.com

PLANT LOCATIONS
Rockaway, NJ

Greeneville, TN
Pryor Creek, OK


