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Blue Water Service Tubing (CTS - O.D. Controlled) | ASTM D2737
STANDARD OUTSIDE DIMENSION RATIO (SODR) = 9 (250 PSI)

Size O.D. I.D. Min. Wall Weight Per 100'

3/4" 0.875" 0.681" .097" 10.3 Ibs. 
1" 1.125" 0.875" .125" 17.1  Ibs. 
1-1/4" 1.375" 1.071" .152" 25.5 Ibs. 
1-1/2" 1.625" 1.265" .180" 35.3 Ibs. 
2" 2.125" 1.653" .236" 61.0  Ibs. 

Blue Water Service Pipe (IPS - I.D. Controlled) | ASTM D2239
STANDARD INside DIMENSION RATIO (SIDR) = 7 (250 PSI)

Size O.D. I.D. Min. Wall Weight Per 100'

3/4" 1.076" 0.840" .118" 15.5 Ibs. 
1" 1.365" 1.065" .150" 24.9 Ibs. 
1-1/4" 1.790" 1.380" .197" 42.8 Ibs. 
1-1/2" 2.086" 1.626" .230" 58.4 Ibs. 
2" 2.673" 2.083" .295" 93.3 Ibs.

STANDARD INSIDE DIMENSION RATIO (SIDR) = 9 (200 PSI)

Size O.D. I.D. Min. Wall Weight Per 100'

3/4" 1.024" 0.840" .092" 12.1  Ibs.
1" 1.299" 1.065" .117" 19.5 Ibs.
1-1/4" 1.702" 1.396" .153" 33.2 Ibs.
1-1/2" 1.984" 1.626" .179" 42.9 Ibs.
2" 2.543" 2.083" .230" 71.0  Ibs.

Blue Water Service Pipe (IPS - O.D. Controlled) | ASTM D3035
STANDARD OUTSIDE DIMENSION RATIO (SODR) = 9 (250 PSI)

Size O.D. I.D. Min. Wall Weight Per 100'

3/4" 1.050" 0.816" .117" 15.2 Ibs.
1" 1.315" 1.023" .146" 22.7 Ibs.
1-1/4" 1.660" 1.292" .184" 36.5 Ibs.
1-1/2" 1.900" 1.478" .211" 47.8  Ibs.
2" 2.375" 1.847" .264" 74.1  Ibs.

STANDARD OUTSIDE DIMENSION RATIO (SODR) = 11 (200 PSI)

Size O.D. I.D. Min. Wall Weight Per 100'

3/4" 1.050" 0.860" .095" 13.5 Ibs.
1" 1.315" 1.075" .120" 19.9  Ibs.
1-1/4" 1.660" 1.358" .151" 31.4  Ibs.
1-1/2" 1.900" 1.554" .173" 41.1  Ibs.
2" 2.375" 1.943" .216" 65.9 Ibs. 

Conforms to the Following Applicable Standards 
NSF             Listed under Standard 14 & 61 for Potable Water 
ASTM D3350   Cell Classification 445574A        

            (A= Raw Material before processing) 
ASTM D2737, D2239 & D3035          Meets PE 4710 requirements 
AWWA C901              Conforms as 250 PSI & 200 PSI 
BOCA              Conforms as 250 PSI & 200 PSI

Warranty
Certification of Purity & Lifetime 
Warranty. See Warranty for details. 

Color Specifications

Available in  blue (water) - NSF
green (sewer) 
lavender (reclaimed)• Chlorine Resistance CC3 & CC2


