
ENDOT INDUSTRIES, INC. 
 

HDPE SHEATHING DUCTS for 
POST TENSIONING 

 
Endot Industries produces  high quality HDPE Corrugated Duct produced from PE4710 polyethylene resin.  HDPE ducts 
are the ideal product for use in high corrosion prone areas and an excellent alternative to metallic sheathing ducts.  
Endot produces HDPE Corrugated Duct in black and other colors with UV stabilizers added for outdoor storage and use. 

 
HDPE Sheathing Duct Advantages: 

 Chemically Inert for Resistance to corrosion 

 Water Tight 

 Easy Handling – light weight and little memory 

 Available in Long Continuous Lengths to Eliminate Couplings 

 Electrical Isolation 

 Good Bond with Concrete 

 Environmentally Friendly – Recyclable   

Endot produces HDPE Sheathing Duct in standard sizes; 
 32 mm – 1.25” ID 

 38 mm – 1.50” ID 

 51 mm – 2.00” ID 

HDPE Sheathing Duct Material Properties: 
 Density, g/cc (natural/black)     ASTM D 1238    0.949/0.959   

 Cell Class, HDB (MRS)      ASTM D3350    445574C (445576C) 

 Melt Index @ 190oC/2.16 kg, g/10 min  ASTM D 1238    0.08 

 Flow Rate @ 190oC/21.60 kg, g/10 min  ASTM D 1238    7 

 Tensile Strength @ Yield, psi (MPa)   ASTM D 638    3600 (24.8) 

 Flexural Modulus, psi (MPa)    ASTM D 790    150,000 (1034) 

 Brittleness Temp., oF (oC)      ASTM D 746    <‐103 (>‐75) 

 Slow Crack Growth PENT, hours    ASTM F 1473    >10,000 

 Thermal Stability, oF (oC)      ASTM D 3350    >428 (>220) 
 

For additional information, pricing or to request a sample of HDPE Sheathing Duct please contact us. 

	

	

CORPORATE	HEADQUARTERS	&	PLANT	 	 	 	 	 	 							PLANT	LOCATIONS	
          60 Green Pond Road                 Greenville, TN 
          Rockaway, NJ  07866           Pryor Creek, OK 

800 443 6368 – FAX 973 625 4087 

www.endot.com ‐ e‐mail  info@endot.com 


